
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RO 

Membrane 

Elements 



 

Type Model Active membrane area Stable rejection 
ft²/㎡ % 

Average Permeate 
GPD/m³/d 

 
 

 

BW - 8040 - 400 

 

 

 

 

Active membrane area 

Length of element in inch 

 

Diameter of element in inch 

 

N 70 - 8040 / 34i 

 

 

 

 

Spacer thickness 

 

Length of element in inch 

Diameter of element in inch 

Series RO/NF Membrane Elements 

 
Major Properties of RO Membrane 

 

 

Type 

 

 

Membrane Elements 

Type 
 

NF membrane 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

BHM introduced a full set of automatic dry membrane production line, keep optimizing the facility, to 

guarantee the stability of product performance, and improve the adaptability and convenience during 

shipment and storage. 

Online monitoring in whole production process guarantees the stability and reliability of quality. We 
 

have an excellent technical team, to provide technical support from pre-sale to after-sale service 

forever. 
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NF membrane Elements RO Membrane Elements 

 
XLP-8040-440 440 / 40.8 98.5 9 500 / 36.0 

Extremely low pressure XLP-8040-400 400 / 37.2 98.5 8 450 / 32.0 

 

XLP-4040 98 / 9.1 98.5 2 050 / 7.8 

 

ULP-8040-440 440 / 40.8 99.2 11 880 / 45.0 

 

Ultra low pressure ULP-8040-400 400 / 37.2 99.2 10 500 / 40.0 

 

ULP-4040 98 / 9.1 99.2 2 500 / 9.6 

 

LP-8040-440 440 / 40.8 99.5 11 880 / 45.0 

 

Low pressure LP-8040-400 400 / 37.2 99.5 10 500 / 40.0 

 

LP-4040 BW- 95 / 8.8 99.5 2 400 / 9.1 

 

8040-440BW- 440 / 40.8 99.6 11 880 / 45.0 

 
8040-400 400 / 37.2 99.6 10 500 / 40.0 

Brackish water     

 
BWHP-8040-380 380 / 35.3 99.6 9 500 / 36.0 

 

BW-4040 95 / 8.8 99.6 2 400 / 9.1 

 

LFR-8040-400 400 / 37.2 99.5 10 000 / 38.0 

Fouling resistant 

BFR-8040-400 400 /37.2 99.6 10 000 / 38.0 

 

SW-8040-400 400 / 37.2 99.7 7 600 / 28.8 

Sea water desalination SW-8040-380 380 / 35.3 99.7 6850 / 26.0 

 

SW-4040 92 / 8.5 99.7 1 700 / 6.5 

 



 

≥10000mg/L Feedwater 
TDS 

＜10000mg/L 

SW、BWHP Normal feedwater Highly polluted water 
Water source 

≤1000mg/L 

TDS 
＞1000mg/L 

XLP、ULP LP、BW 

LFR、BFR 

 

 

RO Membrane Elements Selection According to Water Source Quality 
 

 

 

Major Properties of NF Membrane Elements 
 

Type Model Active area 
ft²/㎡ 

Stable rejection% Average Permeate 
GPD/m³/d MgSO4 Nacl 

 

 
L 

 

 

 

 

 

 

M 
 

 

 

 

 

 

 

H 

 

 

 

 

 

 

 

 

 

 

 

NTXHP-8040/34i 370 / 34.3 99.0 50-85 7 900 / 30.0 
 

 

 

 

NF Membrane Elements Selection According to Application 
 

Type Application Model 

Low desalination Municipal water, material seperation,discoloration N40 

Medium desalination Separation and concentration, meterial separation N70 

High desalination Municipal water, material separation and concentration N90 

Denitration Denitration, meterial separation, purification NTX 

High pressure High TDS water desalination and concentration N70HP、NTXHP 
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 N40-8040/28i 440 / 40.8 96.0 20-55 11 100 / 42.0 

 

ow desalination N40-8040/34i 400 / 37.2 96.0 20-55 10 000 / 38.0 

 

N40-8040/36i 380 / 35.3 96.0 20-55 9 250 / 35.0 

 

N40-4040 98 / 9.1 96.0 20-55 2 400 / 9.2 

 
N70-8040/28i 440 / 40.8 98.0 50-85 11 100 / 42.0 

edium desalination N70-8040/34i 400 / 37.2 98.0 50-85 10 000 / 38.0 

 
N70-4040 95 / 8.8 98.0 50-85 2 350 / 9.0 

  

N90-8040/28i 

 

440 / 40.8 

 

99.2 

 

85-95 

 

11 100 / 42.0 

igh desalination 
N90-8040/34i 400 / 37.2 99.2 85-95 10 000 / 38.0 

 

N90-4040 98 / 9.1 99.2 85-95 2 350 / 9.0 

 

NTX-8040/28i 440 / 40.8 99.0 50-85 10 000 / 38.0 

Denitration 
NTX-8040/34i 400 / 37.2 99.0 50-85 9 000 / 34.0 

 

NTX-4040 95 / 8.8 99.0 50-85 2 250 / 8.5 

 

High pressure 
N70HP-8040/34i 

   
370 / 34.3 98.0 50-85 9 000 / 34.0 

 



 

 

 


